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 + Large, 20-foot pans 

capture plastic pellets, 

preventing them 

from getting into the 

environment.

 + Built-in drains - 

designed to allow water 

to flow out but keep 

pellets contained.

 + Composite system 

– can be built and 

designed to almost any 

length depending on 

each site’s needs.

 + Easy installation - 

minimal site preparation (no excavation) required.

 + Constructed with high strength, non-porous, corrosion 

resistant fiberglass for years of reliable service.

 + Low profile: 20’ long x 4 7/8” high

 + Pandrol compatible

 + Rail side gasket sealing system – prevents spills from 

leaking between pans and rails.

Turnkey Solutions for Plastic Resin 

Pollution Prevention

Ultra-Pellet Pan®   

Capture plastic pellets and resin from railroad tankers

 + Specifically engineered 

to capture plastic pellets 

while allowing rainwater to 

drain out.

 + Prevent costly cleanup and 

regulatory fines.

 + Slip-resistant design.

 + Sealed System — 

Polyethylene gaskets keep 

spills from falling between 

the rails and pans.

 + Economical and easy 

to install.

Visit www.resincontainment.com for more detailed information.

Patents: See www.ultratechpatents.com

Ultra-Pellet Pan®   
Composite Model

Twenty foot containment pans provide large targets for 

resin spills

    

Part# Description Dimensions in. (mm) Weight lbs. (kg)

7560 Center Pan w/ Grates 53.5 x 53.5 x 6 (1,358.9 x 1,358.9 x 152.4) 112 (51)

7562 Side Pan w/ Grates 53.5 x 27.5 x 6 (1,358.9 x 698.5 x 152.4) 58 (26)

7570 Pellet Deflector, 5-pack 16 x 48 (406 x 1,219)

Part# Description Dimensions in. (mm) Weight lbs. (kg)

7246 Center Pan
255 x 57.3 x 4.5  
(6,477 x 1,454.2 x 114.3)

177 (80)

7247 Side Pan
255 x 36 x 4.5  
(6,477 x 914.4 x 114.3)

100 (45)

7570 Pellet Deflector, 5-pack 16 x 48 (406 x 1,219)

Grating available.

Visit www.resincontainment.com for more detailed information.

Ultra-Track Berm®

Portable containment unit captures railcar leaks and spills

 + Lightweight and portable spill 

containment unit is easily placed 

under leaking/spilling railcars.

 + Dual-sump design provides 

protection for area on either side 

of the rail.

 + Closed-cell polyethylene foam 

provides secure sidewall structure.  

 + Durable 40oz. (42 mil) PVC 

construction withstands harsh 

railroad conditions and provides 

excellent chemical compatibility.

Part# Material
Wall Height  
in. (mm)

Outside Dims. 
in. (mm)

Inside Dims.  
in. (mm)

Containment Cap. 
gal. (L)

Weight  
lbs. (kg)

8490
40 oz. (42 
Mil) PVC

12  
(305)

72 x 48 
(1,829 x 1,219)

67.5 x 43.5  
(1,715 x 1,105)

144 (545)
24.0  
(10.9)

Keep messy drips and spills off warehouse and factory floors

Ultra-Utility Tray® 

 + Heavy-duty polyethylene construction - 

will not rust or corrode.

 + Nestable for easy storage when not 

in use.

 + Available in six sizes for a variety of 

spill containment and maintenance 

applications.

 + Ribbed bottom keeps cans, pails and 

other containers elevated above any 

spills or leaks.

Part# Dimensions in. (mm) Containment Cap. gal .(L) Weight lbs. (kg)

1031
Outside: 52.3 x 16.3 x 5 (1,327.2 x 412.8 x 127)
Inside: 48 x 12 x 4.75 (1,219.2 x 304.8 x 120.65)

12 (45.4) 8 (3.6)

1032
Outside: 52.3 x 28.3 x 5 (1,327.2 x 717.6 x 127)
Inside: 48 x 24 x 4.75 (1,219.2 x 609.6 x 120.65)

24 (90.8) 12 (5.4)

1033
Outside: 52.3 x 34.3 x 5 (1,327.2 x 870 x 127)
Inside: 48 x 30 x 4.75 (1,219.2 x 762 x 120.65)

30 (113.6) 13 (5.9)

1034
Outside: 40.3 x 28.3 x 5 (1,022.4 x 717.6 x 127)
Inside: 36 x 24 x 4.75 (914.4 x 609.6 x 120.65)

18 (68.1) 9 (4.1)

1035
Outside: 40 x 40 x 5 (1,016 x 1,016 x 127)
Inside: 36 x 36 x 4.75 (914.4 x 914.4 x 120.65)

27 (102.2) 11 (5)

1036
Outside: 52 x 44 x 4 (1,320.8 x 1,117.6 x 101.6)
Inside: 48 x 40 x 3.5 (1,219.2 x 1,016 x 88.9)

30 (113.6) 19 (8.6)

Drain close-up

Drain close-up
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Ultra-Containment Berm® Ultimate Model

Unique, living hinge design allows hands-free drive in/drive 

out—no need to manually raise or lower the endwalls

 + No need to manually raise or lower the end walls.

 + Once a vehicle has entered or exited, the walls automatically spring back to 

their vertical position.

 + Both long sidewalls are held upright by PVC sidewall assemblies. Simply swivel 

the feet to lower the sidewalls for storage or transport to another location.

 + Convenient and economical spill containment for drums, IBCs, vehicles, 

equipment, frac tanks, and other large containers.

 + Available in Copolymer 2000™ and other rugged materials.

Part# Dimensions ft. (m) Containment Capacity gal. (L) Weight lbs. (kg)

8500 4 x 6 x 1 (1.2 x 1.8 x .3) 179 (677) 72 (32.7)

8501 10 x 10 (3.0 x 3.0) 748 (2831) 176.0 (79.8)

8502 12 x 26 (3.7 x 7.9) 2,333 (8,831) 189.0 (85.7)

8503 12 x 30 (3.7 x 9.1) 2,692 (10,190) 256.0 (116.1)

8509 12 x 36 x 1 (3.7 x 11 x .3) 3,231 (12,230) 283.0 (128.4)

8505 60 x 12 x 1 (18.3 x 3.7 x .3) 5385 (20384.4) 297.0 (134.5)

8508 14 x 54 x 1 (4.3 x 16.5 x .3) 5,655 (21,406) 368 (166.9)

8510 14 x 56 x 1 (4.3 x 17.1 x .3) 5,864 (22,197) 408.0 (185.1)

8506 50 x 15 x 1 (15.2 x 4.6 x .3) 5610 (21236.2) 326 (147.9)

8507 66 x 15 x 1 (20.1 x 4.6 x .3) 7405 (28031) 405 (183.7)

8670 - All-In-One option (Includes pre-attached Ground Tarp and Track Belts) See website

Options: Ground Tarps, Track Belts, Pullover Covers, Self Bailer, Hose Stand

Stop spills from going down the drain

Ultra-Drain Seal® 

 + Reinforcing mesh is “sandwiched” between layers of 

polyurethane — increases durability and resistance to tearing.

 + Unique, urethane construction allows the pad to deform 

and seal off most drains — temporarily “seals” to any 

smooth surface.

 + A valuable addition to any emergency 

response plan, spill kit, SPCC, or 

stormwater management program.

 + Unlike some alternative products, BOTH 

sides will quickly seal drains — there is no 

specified “top” or “bottom.”

Part# Shape Dimensions in. (mm) Weight lbs. (kg)

2127 Square 24 x 24 x .4 (609.6 x 609.6 x 9.7) 8.0 (3.5)

2130 Square 36 x 36 x .4 (914.4 x 914.4 x 9.7) 20.0 (9.0)

2131 Square 42 x 42 x .4 (1,066.8 x 1,066.8 x 9.7) 23.0 (10.5)

2132 Square 48 x 48 x .4 (1,219.2 x 1,219.2 x 9.7) 36.0 (17.0)

2133 Square 54 x 54 x .4 (1,371.6 x 1,371.6 x 9.7) 41.0 (18.5)

2134 Circular 12 dia. x 0.4 (305 x 10) 3.0 (1.5)

2136 Circular 30 dia. x 0.4 (762 x 10) 11.0 (5.0)

2160 Square (Plus Model) 36 x 36 (915 x 915) 23.0 (10.5)

More sizes and Clear Models available. ∙ Wall Mounts available.

Patents: See www.ultratechpatents.com

2130

Stop harmful substances from entering  

the stormwater system

Ultra-Filter Sock®

 + Use in front of storm drains, around 

downspouts, in gullies, and ditches.

 + Woven polymer casing allows 

water to pass through quickly while 

filtration media inside removes 

pollutants.

 + Available in 9-foot lengths. Units can 

be overlapped for longer coverage.

 + Available with different types of 

media depending on which pollutant 

is present.

Part# Description Dimensions in. (mm) Weight  lbs. (kg)

9453 Activated Carbon 108 x 7 x 4 (2,743 x 178 x 102) 40.0 (18.0)

9455 Sorb 44 108 x 7 x 4 (2,743 x 178 x 102) 15.0 (7.0) 

9457 Sediment Removal 108 x 7 x 4 (2,743 x 178 x 102) 40.0 (18.0)

9456 Phos Filter 108 x 7 x 4 (2,743 x 178 x 102) 66.0 (30.0)

9454 Heavy Metal Removal 108 x 7 x 4 (2,743 x 178 x 102) 35.0 (16.0)

Part# Description
Dimensions  
in. (mm)

Performance
Weight 
lbs. (kg)

9227 Trash & Debris Model
48 x 36 x 18  
(1,219.2 x 914.4 x 457.2)

1 cu. ft. (28 L)  
(before reaching bypass ports)

1.0  
(0.5)

9218 Trash & Debris Model
48 x 36 x 18  
(1,219.2 x 914.4 x 457.2)

1 cu. ft. (28 L)  
(before reaching bypass ports)

1.0  
(0.5)

Keep pellets and other pollutants from entering the water system 

with Ultra-Drain Guard catch basin inserts

Ultra-Drain Guard® 

 + The Ultra-Drain Guard is 

engineered to filter stormwater 

waste before it becomes a 

problem in the water system. 

 + As a storm drain filter, it 

removes contaminants  

like plastic pellets from 

stormwater flow. 

 + Quick and easy installation 

makes it ideal for industrial 

facilities, construction sites, and 

parking lots where stormwater 

runoff is likely.

 + Helps comply with NPDES, 40 CFR 122.26 

(1999) and TMDL requirements - All Models.

Patents: See www.ultratechpatents.com


