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The Ultra-IBC Mini Funnel is designed for transferring liquids into intermediate bulk containers (IBCs) 
while helping reduce spills and product loss.

Features

	+ Fits standard IBC top openings for controlled liquid transfer

	+ Cage-mounted design provides stability during pouring

	+ Wide opening improves access to elevated IBC fill ports

	+ Molded bucket recess supports hands-free draining of 
5-gallon buckets

	+ Large capture area helps minimize splashes and 
misdirected pours

	+ Constructed from 100% polyethylene for chemical 
resistance and durability

	+ Lightweight design for easy installation and handling

	+ Suitable for oils, chemicals, coolants, cleaning solutions, 
and other industrial liquids

Material

	+ Polyethylene (PE)

Applications

	+ Filling and transferring liquids into IBCs

	+ Draining 5-gallon buckets into IBC containers

	+ Industrial, chemical, maintenance, and fluid handling operations

Part# 0649

Dimensions 26.875” x 15.875” x 8.25” (682.6mm x 403.2mm x 209.6mm)

Weight 3 lbs. (1.4 kg)

Composition High Density Polyethylene (HDPE)

Drain Built-in / Molded-in strainer

Color Black

Packaging Individually boxed

Bulk Orders Can be nested for large orders/shipments
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